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Characteristics

* ACdriving.

 ZF transmission box.

* Adopts side operation.
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Electric Stacker

Model WESW16 WESW20
Configuration No. CDD16J-K CDD20J-K
Type Straddle Straddle
Mast type Single mast/Standard 2-stage Single mast/Standard 2-stage
| oading capacity kg 1600 2000

| 0ad center mm 600 600
Operating type walkie walkie
Wheels type PU PU
B T Sl 1/1/4 1/1/4

ift height mm m& EM%%
Max.extend height mm 2340/305.73546/3049 880/338073880/4380
Mast lowered height mm 1380/183072080/3330 1820/1820520:70/5320
Fork size(length/width/thinkness) mm 1150/100/35 1150/120/40
Overall length mm 1784 2084
Overall width mm 1148-1548 1214-1564
Min.Turning radius mm 1340 1752
Min.Aisle width for pallets 1000 X 1200 mm 2210 2585
Min.ground cleaarance mm 26 26

Travel speed,laden/unladed km/h 4.0/4.2 4.0/4.2

Lift speed,laden/unladed mm/s 92/136 80/210
Gradeability,laden/unladed % 6/8 6/8
Driving motor/Lift motor KW AC1.5/DC2.2 AC1.5/DC3
Battery voltage/capacity \V//Ah 2X12/120 24/210
Brake Electromagnetic Electromagnetic
Controller GEOLIFT GEOLIFT
Battery weight kg 2 X34 195
Service weight with battery kg 662??6(5%£ 0 E) 1{1::%251(%51%[151?25@?0
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Built-in charger.
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* German water-proof switch.

ZF-GK10 drive unit.
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